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DATASHEET
INFRALAN® Cat.6A Keystone Advanced 10GBit, STP                                                                       Art. -No.: E-20091

•  Shielded keystone zinc diecast body
•  Cat.6A component certified acc. to ISO/IEC 11801 Ed.2.2 (2011-06) and IEC 60603-7-51 Ed.1.1 (2010-03)
•  Compact cable presorter for AWG 24/1 .. 22/1 and AWG 26/7 .. AWG 24/7
•  Max. cable diameter: 8,5mm 
•  Pair management according to TIA 568A /B colour codes
•  PoE and PoE Plus according to IEEE802.3af/at
•  Appropriate for all distribution panels and frames with keystone outbreak 
•  Independent 360 °-shield contact and strain relief of the cable with two cable ties
•  Flexibel strain relief for different cable diameter 
•  Separate grounding contact at the back side

Specifications

Electrical properties:
•  Insulation resistance: > 500 MΩ
•  Dielectric Withstand voltage: 1000V AC RMS 60 Hz
•  Contact resistance: <20 MΩ
•  Current rating: 1.5A @ 20 ° C
•  EMC to EN 50082-1  , EN 55022

Technical data

Mechanical properties:
•  Mating cycles > 750 cycles
•  Temperature range (storage and operating): -40 ° C ~ +66 ° C
•  Contact Plating: 50μ“ gold

•  Separate grounding contact at the back side
•  Cat.6A component certified to ISO/IEC 11801 Ed.2.2 (2011-06) 
•  Standards : ISO/IEC 11801 Ed.2.2 (2011-06) 

                   IEC 60603-7-51 Ed.1.1 (2010-03)
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The high-quality of the INFRALAN® RJ45 keystone modules warrants very good characteristics for 10Gbit Ethernet application. 

Special tools are not needed. The assembling is being carried out fast and easy. With the INFRALAN® RJ45 module you get a full shielded 
module, which provides you good longterm service in your network infrastructure.
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Cat.6A Component Certified
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Cat.6(A) RJ45 Keystone, Druckguss 
Komponenten-zertifiziert 
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Insert a cable into the termination cap 
and fan out all four twisted pairs.
Following the instruction of the color-
coded wire position printed on the 
termination cap, position conductors 
into the slots and make sure the 
conductors are in the proper slot.
Trim the ends of the conductors

1

Install the termination cap to outlet, 
which will also allocate the conductors 
sitting on the slots. 

Secure the hinged outlet by using 
a crimp tool until it completely 
snap to effect the connection.

Fasten cable tie(1) to secure the 
grounding.  Optional cable tie(2) 
for securing of flaps.
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Cable Tie(2)

Cable Fixture Place

Cable Tie(1)

Front Back

Strip off 1.6 inch of a cable jacket and fold 
braid back over it. Cut off aluminum foil for 
each pair, and use a supplied copper foil 
shield surrounding a cable.

1.6"Copper foil
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Packing information
•  1 piece in polybag, printed with instruction manual
•  Included accessories: 1 x RJ45 keystone, captive dust cover, copper foil, cable ties, mounting instruction

Art. No. Typ

E-20091 INFRALAN® Cat.6A Keystone Advanced 10GBit, STP

Art. No. Typ

37578.1IF INFRALAN® 19” 1U Distribution Panel for 24 Keystone modules, black (RAL9005)

ET-25111 Frame set for 2 x Keystones, RJ45, design capable

Order data

Optional accessories
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