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8 821 049 019 
Superlight Nano 4 RGBW, narrow beam 
With 5 high performance LEDs, thermal monitoring device, for external DMX control, 
protection class I, IP67, die cast aluminium housing, polyester powder coated, all 
exterior steel parts are stainless steel, tempered safety glass, silicon gasket, powder 
coated die cast zinc mounting bracket with tilt scale: 2 drilled holes diameter 8.5 mm, 
spacing 50-70 mm, 1 centre hole diameter 12.5 mm, tilt range 120 degrees, cable 
gland: 2 x M20, integral driver (AC/DC), separate DMX controller required 

 
 
 
 
 
 

Part number Colour Light source Weight Half beam angle 

8 821 049 019 black 5 x LED RGBW (max. 47 W) 2.3 kg 17° 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Willy  Meyer+Sohn GmbH+Co. KG 
Stemmessiepener Weg 5 
D-58675 Hemer 

Telephone: +49 (0) 23 72/98  91-0 
Telefax Sales: +49 (0) 23 72/98  91-38 
Telefax Export: +49 (0) 23 72/98  91-48 

E-mail: 
info@meyer-lighting.com 
www.meyer-lighting.com 
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