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Article-No: 0172023 Tubular Luminaires Luminaire TUBIS T8 UV-C
1040mm 1x55W

UV-C Luminaire TUBIS especially for integration
of T8 UV-C mercury vapor lamps. Especially
designed for the food and beverage industry.
Fully sealed rounded housing (IP66/68(2m)/69)
with minimal sediment sufaces. Special silicate
glas used for unlimited passing though of UV-C
radiation. Substantially acid and alkali resistant.
Engineered for desinfection of air and surfaces
through ultraviolet radiation. Effective because
of DNA destruction versus all kinds of bacteria,
virus and mold.

EAN 4018098375555
Statistical product number 94054039
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Lamp
Product type LL T8-26mm
Number of lamps /LED-rows 1

Power
Lamppower W 55

Light engineering
Light distributor ohne

Technical data
Nominal voltage 220-240V 50/60 Hz
Protection class SK I
Ballast EVG on/off
Through-wiring mm² without
Glow wire test 650 °C - 5 sec.
D-rating yes
Type of voltage AC
Circuit breaker B10A 12
Circuit breaker B16A 20
Circuit breaker C10A 21
Circuit breaker C16A 34
Voltage spike protection U
(L-N) 0.5

Voltage spike protection U
(L-PE) 1

Capacity
IK-Impact resistance 06
Warranty (years) 5

Outdoor areas Suitable for protected
outdoor area

max. lowest temperature in
°C -20

max. highest temperature
in °C 35

Ingress protection class 66/68(2m)/69

Dimensions and weight
Length mm 1040
Width mm 90
Height mm 105
Outside diameter in mm 90
Weight netto in kg 4.2

Packaging
PU 1 piece Box
Length m PU1 1.55
Width m PU1 0.1
Height m PU1 0.1
Gross weight kg PU1 4.7

Assembly and maintenance
Standard installation Ceiling, horizontal and

vertical wall
Optional installation Pendulum
exchangeable LED board not possible

Material
Case color Aluminium natur
Renewable resources
possible no

Housing material Aluminium
Cover material Quarzglas

The right of error and later technical developments is
reserved. State: 28.02.2021

* Protected outdoor area: a canopy protects the luminaire
of direct solar radiation. It is to be ensured that for
mounting beneath the edge, the luminaire does not
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withstand heavy rainfall. Typically a height difference of
0,5 times the roof overhang compared to the luminaire
should not be exceeded.

Values may be extrapolated differently from TM21.


